Questions and Answers received from interested parties to AOC RFQQ-2005-05

Network Questions (Section 4.2.2) 



a. What ISP do you use for Internet in Production?


 DIS (Washington State Department of Information Services)




b. How much Internet bandwidth do you require for recovery?


100Mb 




c. Do you want to us your own IP addresses for recovery of use the vendor's addresses?

AOC's (our own)



d. If you want to use your own, do you want to use a full /24 address block of 256 addresses for recovery?

Our Network covers 64 class C's. We should be able to have a class C available for recovery. 




e. Is the Nokia the firewall you want to use for internet recovery?

Yes.  The AOC uses a Nokia IP380 cluster for our State Trusted Network and a IP350 for our Internet side of the network 



f. For the AOC provided circuit to the IGN, what is the bandwidth? Will you require floor space for a AOC owned router to connect to this circuit at all times?

100Mb (Fastethernet) currently.  See section 4.2.3 in regards to router requirements.  It is expected the vendor will supply the router.



g. Will the AOC be providing the circuit to connect to the AOC WAN to connect users to the hot site? If so, what are the bandwidth and router requirements? 
(if the vendor is to provide this circuit what are the requirements?) 


The vendor will provide a 100Mb connection to the DIS Spokane node site in Spokane WA.

Network Questions (Section 4.2.3)

a. Do you switch with Layer 2 in your Cisco 3550, 2651 and 4006 switch or do you require Layer 3 routing in the switch?


Cisco 3550 uses Layer 3


Cisco 2651 switch module is used as a Layer 2 switch


Cisco 4006 uses both Layer 2 and Layer 3




b. What are the specs for the management console you need for the Nokia IP380?
The hardware minimum requirements for installing SecurePlatform NG with Application Intelligence R55 are:

PC Intel PentiumPro or AMD Athlon CPU, or higher.

Disk Space: 4GB

Memory:
• 512MB RAM for VPN-1 Pro Check Point Performance Pack
• 128MB RAM for other products

Network Interface Cards (NICs): at least two 10/100 full duplex.

For installation, must have one of the following:
• a bootable CD drive, and
• a diskette drive 


our current management server is: 

· IBM X Series 330 Server 

· 1133 Mghz Pentium 3 

· 19 GB hard drive 

· 2 GB Ram



c. What are the specs for the Neoteris? (memory, number of ethernets)?

Juniper Networks NetScreen-SA 3000 Series


Network


Two RJ-45 Ethernet


10/100/1000 full or half-duplex (auto-negotiation)


IEEE 802.3 compliant




d. What are the specs for the cisco 7505 that you require?

#sh ver


Cisco Internetwork Operating System Software

IOS (tm) RSP Software (RSP-JSV-M), Version 12.1(7.4), MAINTENANCE INTERIM SOFTWARE


Image text-base: 0x60010958, data-base: 0x61450000

ROM: System Bootstrap, Version 5.3.2(3.2) [kmac 3.2], MAINTENANCE INTERIM SOFTWARE

BOOTFLASH: RSP Software (RSP-BOOT-M), Version 12.1(7), RELEASE SOFTWARE (fc1)


aocsni uptime is 5 weeks, 4 days, 15 hours, 13 minutes


System returned to ROM by power-on


System image file is "slot0:rsp-jsv-mz.121-7.4.bin"


cisco RSP1 (R4700) processor with 65536K/2072K bytes of memory.


R4700 CPU at 100Mhz, Implementation 33, Rev 1.0


Last reset from power-on


G.703/E1 software, Version 1.0.


G.703/JT2 software, Version 1.0.


X.25 software, Version 3.0.0.


SuperLAT software (copyright 1990 by Meridian Technology Corp).


Bridging software.


TN3270 Emulation software.


Chassis Interface.


1 CIP2 controller (2 IBM Channels).


1 EIP controller (2 Ethernet).


1 FSIP controller (4 Serial).


2 Ethernet/IEEE 802.3 interface(s)


4 Serial network interface(s)


2 IBM channel interface(s)


125K bytes of non-volatile configuration memory.


20480K bytes of Flash PCMCIA card at slot 0 (Sector size 128K).


8192K bytes of Flash PCMCIA card at slot 1 (Sector size 128K).


8192K bytes of Flash internal SIMM (Sector size 256K).


Configuration register is 0x2102

Data Mirroring and Electronic Vaulting (Section 5)

a. For data mirroring, what is the address and area code and exchange for the State's production location which will be one end of the data mirroring circuit installed for this application 



AOC - Administrative Office of the Courts


1206 Quince St. SE


Olympia, WA  98504


Area Code:
(360)


Exchange:
Whitehall

Would AOC entertain the idea of having the IBM environment supported at a different Hotsite than the server environment?


No.

Is there any flexibility regarding section 11.4 - General Terms and Conditions


Acceptance of every aspect of the Terms and Conditions is not a condition precedent to submittal of a conforming proposal. However, it is AOC’s intent to enter into a contract substantially in the form and substance of that set forth as Exhibit B. Failure to promptly resolve any differences between terms of that contract and those terms which the apparently-successful vendor would prefer could lead AOC to cease negotiations with that vendor and select the next qualified vendor with whom it can successfully negotiate an agreeable contract.

RFQQ-2005-05

Page 1 of 4

